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IMV FAN R&R NODE 1

OBJECTIVE:
Remove and replace failed IMV Fan.

LOCATION:
Installed: NOD1P0, NOD1S0, NOD1S3, TBD

DURATION:
25 minutes

PARTS:
IMV Fan (P/N SV809111-1)

MATERIALS:
Tape

TOOLS REQUIRED:
Equipment Bag
Kit C:

1/4” Socket, 1/4” Drive
7/16” Socket, 1/4” Drive

Kit E:
10” Ext 1/4” Drive
4” Ext 1/4” Drive
Ratchet 1/4” Drive

Kit F:
5/32” 6 Pt Socket 1/4” Drive

Kit G:
(5-35 in-lbs) Trq Driver, 1/4” Drive

REFERENCED PROCEDURE(S):
NODE 1 ALCOVE SHEAR PANEL REMOVE ZENITH (NADIR)
NODE 1 ALCOVE SHEAR PANEL REMOVE STBD
NODE 1 ALCOVE SHEAR PANEL REMOVE PORT
NODE 1 MIDBAY SHEAR PANEL REMOVE STBD
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SAFE

WARNING
Failure to remove power can result in
electrical shock hazard.

1. Remove power from IMV Fan via software. TBD

ACCESS

Table 1. Closeout Panel for Node 1 IMV fans.
Panel

Location
Number of
fasteners Tool

NOD1P0 14 5/32” 6 Pt Socket, Ratchet 1/4” Drive---TBD
NOD1S0 14 5/32” 6 Pt Socket, Ratchet 1/4” Drive---TBD
NOD1O0 10 5/32” 6 Pt Socket, Ratchet 1/4” Drive---TBD
NOD1S3 TBD TBD

2. If Shear Panels have not been removed
Perform appropriate shear panel removal procedure.  See Table 1.
NODE 1 ALCOVE SHEAR PANEL REMOVE ZENITH (NADIR)
NODE 1 ALCOVE SHEAR PANEL REMOVE STBD
NODE 1 ALCOVE SHEAR PANEL REMOVE PORT
NODE 1 MIDBAY SHEAR PANEL REMOVE STBD

If Shear Panels have been removed
Go to step 3.

WARNING
Burn hazard exists for failure to allow
IMV Fan to cool down for two hours
prior to removal.

REMOVE IMV FAN
3. Power cable PTBD (PG1) ←|→ J2.

4. Data cable PTBD (PG1) ←|→ J1.

5. Unfasten grounding strap TBD fastener (1/4” Socket, 4” Ext, Ratchet 1/4”
Drive).

6. Unfasten IMV Fan inlet air manifold hose clamp (1/4” Socket, 4” Ext,
Ratchet 1/4” Drive).

7. Push clamp onto duct.
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8. Unfasten IMV Fan outlet air manifold hose clamp (1/4” Socket, 4” Ext,
Ratchet 1/4” Drive).

9. Push clamp onto duct.

10. Remove, tmpry stow IMV Fan, fasteners (four) (7/16” Socket, 10” Ext,
Ratchet 3/8” Drive).

REPLACE IMV FAN
11. Remove electrical connector caps (two) from replacement IMV Fan,

install on failed IMV fan.

12. Install replacement IMV Fan by aligning it on guide pins.

13. Tighten IMV Fan structural support fasteners (four), torque to 30 in-lbs
(3/8” socket, 4” Ext., (5-35 in-lbs) Trq Wrench).

14. Install, snug IMV Fan inlet air manifold clamp (1/4” Socket, 4" Ext,
Ratchet 1/4” Drive).

15. Install, snug IMV Fan outlet air manifold clamp (1/4” Socket, 4” Ext,
Ratchet 1/4” Drive).

16. Fasten grounding strap TBD fastener (1/4” Socket, 4” Ext, Ratchet 1/4”
Drive).

17. Power cable PTBD (PG1) →|← J2.

18. Data cable PTBD (PG1) →|← J1.

CHECK-OUT IMV FAN
19. Supply power to IMV Fan via software.  TBD

20. Perform TBD BIT.

CLOSE OUT IMV FAN
21. Install Closeout Panel for appropriate IMV fan.  See Table 1.

22. Stow failed ORU, tools, equipment.

23. Update Maint Dbase.


